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Rock
Seawall

Rock
Platform

Loess
Fill

Rock
Fill

Original Seabed-7.0 approx.

-6.0 approx.

4.5 approx.

0.3
2.5

Armour
Stone

EXISTING COAL YARD STORM
WATER CATCHMENT AREA - 7.1Ha

ADDITIONAL COAL YARD STORM
WATER CATCHMENT AREA - 8.5Ha

TOTAL 15.6Ha

RECLAMATION

All dimensions in metres (m) unless shown otherwise

EXISTING CLEAN WATER
OUTFALL EX HILLSIDE

OUTFALL
EXTENSION

EXISTING CLEAN AND
TREATED WATER OUTFALL

APPROXIMATE LOCATIONS OF
EXISTING EXTENSION AND/OR NEW
OUTFALL FOR TREATED WATER EX
LAMELLA PLANT AND CLEAN WATER
EX HILLSIDE

EXISTING
DREDGE SPOIL

DUMPING GROUND

PORT
OPERATIONAL
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RECLAMATION (MHWS)

DISPOSAL AREA FOR
SURCHARGE MATERIAL

NEW LOAD OUT CONVEYOR
TO SHIP

NEW LOAD IN CONVEYOR
FROM TRAINS

QUARRY EARLY ACCESS ROAD
(EXTEND EXISTING)

TOE OF PROPOSED HILLSIDE
CUT

APPROXIMATE LOCATION
OF NEW LAMELLA PLANT


